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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 91-003'

NPDES NO CA0038628

REISSUING WASTE DISCHARGE REQUIREMl:NTS FOR:

CENTRAL MARIN SANITATION AGENCY
SAN RAFAEL SANITATION DISTRICT
SANITARY DISTRICT NO. 1 OF MARIN COUNTY
SANITARY DISTRICT NO. 2 OF MARIN COUNTY
CITY OF LARKSPUR
IN MARIN COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region (hereinafte~ Board), finds that:

1. Central Marin Sanitation Agancy (hereinafter the Agency)
applied for waste discharge requirements and a permit to
discharge waste under the National Pollutant Discharge
Elimination system (NPDES) by application dated June 18,
1990.

•

2. The Agency owns and operates a regional sewage treatm~t

plant in San Rafael as well as a deep-water outfall in San
Francisco Bay (Central Bay) and main interceptors leading
from the old treatment plants it replaced. The Agency is a
joint powers a~ency governed by representatives of its four
member agencies. These include: San. Rafael Sanitation
Di~trict, Sanitary Districts No. 1 and 2 of Marin County,
and the City of Larkspur. " The m~mber agencies own their
respective collection systems, although some have made
agreements to hold anothe~party re£ponsible for system
operation and maintenan~.( As used in this permit, the term
"discharger" means the Agency and the four member agencies"
noted above. '

3. The discharger also transports and treats sewage from four
other sewerage agencies pursuant to separate agreements with
member agencies. The four other sewerage agencies are:
City of San Rafael, Murray Park Sewer Maintenance District,
San Quentin Sewer Maintenance District, and California
Department of Corrections (San Quentin Prison).

4. The Agency's treatment plant has a design capacity of 10.0
million gallons per day (mgd) average dry weather flow. The
plant was originally designed to provide secondary treatment
for flows up to 30 mgd, primary treatment for flows up to 90
mgd, and has a hydraulic capacity of 125 mgd. New flow
meters have been installed which allow 40 mgd to flow to the


































